
 

Developed in partnership with LEDiL, the NIT collection 
combines precision optics with architectural versatility to 
meet the demands of modern retail, hospitality, and mixed-
use spaces. At its core is the COB lens family, delivers a          
cohesive range of beam options ensuring uniformity,     
control, and exceptional visual comfort.  

 

Engineered for designers who value both performance and 
simplicity, NIT enables seamless transitions between          
interior and exterior applications, maintaining consistent 
quality and aesthetic across every environment. With high 
CRI for true colour rendering, multiple beam angles and 
outputs, and durable finishes with IP protection, NIT    
transforms lighting from functional to expressive, elevating 
ambience, highlighting detail, and enhancing the                 
architectural experience. 

Nit 



Nit 
Features Benefits 

Precision Lens Optics Excellent light projection with smooth 
cutoffs 

Low Glare – High Efficiency luminaire 
package 

No visible COB 

Selection of Beam Angle Optics for all 
applications  

2700K/3000K/3500K/4000K  

colour temperature  

Suitable CCT for all lighting applica-
tions  

Large range of outputs 11w-41w Can use the same family of downlights 
across an entire  



Nit  Small 

MODEL 

 

BH11— 

Round Fixed  

 

BH13— 

Round  

Adjustable 

WATTAGE 

 

 

11 (11.4w) 

16 (16.4w) 

27 (23.8 w) 

COLOUR  

TEMPERATURE 

 

V9 (2700K) 

W9 (3000K) 

D9 (3500K) 

X9 (4000K) 

SOURCE 

 

 

 

OS (ON-OFF) 

DS (DALI-2/
PUSH) 

 

FINISH 

 

 

 

14 (White) 

60 (Black) 

 

OPTICS 

 

 

M1 (22°) 

M3 (37°) 

F2 (56°) 

W1 (77°) 

Specification Code 

Model   Round Fixed downlight   Round Adjustable 

Cutout   105mm     115mm 

Ingress ProtecƟon IP54     P54 

 

Light:   11   16   27 

Luminaire Output 11.8w   16.4w   23.8w 

OpƟcs and Lm   

22°    1634 Lm  2407 Lm  3512 Lm 

37°   1566 Lm  2303 Lm  3361 Lm 

56°   1533 Lm  2282 Lm  3330 Lm 

77°   1550 Lm  2270 Lm  3045 Lm
     



Nit  Big 

Model   Round Fixed downlight   Round Adjustable 

Cutout   150mm     170mm 

Ingress ProtecƟon IP54     IP54 

 

Light:   27   36   41 

Luminaire Output 27.2w   36.6w   41.4w 

OpƟcs and Lm   

25°    3753 Lm  4642 Lm  5296 Lm 

37°   3661 Lm  4529 Lm  5129 Lm 

60°   3513 Lm  4345 Lm  4924 Lm 

85°   3531 Lm  4310 Lm  4710 Lm 
    

Specification Code 

MODEL 

 

BH12— 

Round Fixed  

 

BH14— 

Round  

Adjustable 

WATTAGE 

 

 

27 (27.2w) 

36 (36.6w) 

41 (41.4w) 

COLOUR  

TEMPERATURE 

 

V9 (2700K) 

W9 (3000K) 

D9 (3500K) 

X9 (4000K) 

SOURCE 

 

 

 

OS (ON-OFF) 

DS (DALI-2/
PUSH) 

 

FINISH 

 

 

 

14 (White) 

60 (Black) 

 

OPTICS 

 

 

M1 (25°) 

M3 (37°) 

F2 (60) 

W1 (85°) 

Ledil Optics 
M1              M3            F2       W1   


